/IR CONDITIONER

AUX oro kondicionavimo jrangos

2023 m. kainynas



& Medgana

Sieniniai oro kondicionieriai AUX Freedom Plus 2023 mety kainos

Galia, kW (Sald./sild.)

2,70 (0,60~3,80) kW
2,90 (0,80~4,20) kW

AUX-12F2H

3,50 (0,80~4,10) kW
3,80 (1,00~4,20) kW

AUX-18F2H

5,10 (1,30~5,30) kW
5,10 (1,30~5,50) kW

AUX-24F2H

6,70 (1,80~7,40) kW
7,20 (1,80~8,20) kW

Elektros sgnaudos, kW (Sald./sild.)

0,80 kW / 0,85 kW

1,18 kW /1,10 kW

1,52 kW /1,40 kW

2,20 kW /2,20 kW

Saldant/Sildant

|tampa, V/Hz ~220-240 /1 /50 ~220-240/ 50 ~220-240 / 50 ~220-240 / 50
SEER / SCOP 6,20 /4,00 6,19/4,03 6,60/4,10 6,53 /4,09
Energijos efektyvumo klasé Att ] A+ Att ] A+ Att ] A+ Avt ] A+

TriukSmo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

20-22-26-29-32 / 40

20-23-28-30-34 / 42

22-26-29-32-40/ 43

23-30-32-35-38 / 43

papildymas vir§ 5 m. g/m

Oro srautas (vid.blokas) (m3/val) 600 600 850 1300
Matmenys, mm (WxHxD) vid./isor. 750x285x200 / 750x285x200 / 900x310x225 / 1082x330x233 /
705x530x279 705x530x279 715x537x280 900x700x350
Vid./iSor. bloko svoris neto, kg 8,0/225 8,5/225 11,0/ 25,0 14,0/ 39,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 20/10 25/15
Freono R32 kiekis, g (iki 5 m)/ 560/ 15 560/ 15 800 /25 1300 / 25

El. maitinimas / laido storis

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperatdros ribos
Saldymas/Sildymas™

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10 - +50/-20 - +24

-10 - +50/-20 - +24

-10 - +50/-20 - +24

-10 - +50/-20 - +24

A
S

Turbo

s

G %

G5

INVERTER
Saltnegis R32 Inverteriné Jmontuotas Automatinis TURBO Greitas 24 val. Savaiminis Naktinio I¥manusis
technologija Wi-Fi modulis perkrovimas metodas ag_i\jnimas/ taimeris i3sivalymas darbo rezimas atitirpimas
Sildymas
@ ol B S |‘| {}_/ltl
. pactetial @ @
Struktarinis Antibakterinis QOro LED ekranas Funkcija Funkcija Funkcija Dvipusis . Aﬁi’?tnet?ﬁs % Vertikalus
filtras korys filtras jonizatorius | FEEL Anti-Cold-Air Anti-Fungus drenazas P h?dro%w‘limo‘ zaliuzes
e i judéjimas
aliuminio folijos
- =
E=)| ] () - sweex W S t0N INGS
Standby @ E COOLING HEATING VENTILATION
Savidaignostikos Budejimo Tylus l§ronins korpusas Didelis drégmés  Super EMC Apdvieciamas Audinimo Sildymo Vedinimo
funkcija redmas, veikimas atsparus korozijai Salinimas belaidis reZimas rezimas rezimas
,Standby’ valdiklis
DZiovinimo Automatinio Galimi oro
reZimas darbo reZimas filtrai

Kreipkites: UAB "Medgana", Savanoriy 123, Vilnius arba info@medgana.lt, www.medgana.lt arba tel. (8-5) 2498424, (8-625) 98488



ék‘k Medgana

Sieniniai oro kondicionieriai AUX J-SMART 2023 mety kainos

Modeliai

Galia, kW (8ald./8ild.)

AUX-09J20

2,70 (0,60~3,80) kW
3,00 (0,80~4,20) kW

AUX-12J20

3,50 (0,80~4,10) kW
3,80 (1,00~4,20) kW

AUX-18J20

5,30 (1,30~5,90) kW
5,60 (1,30~6,00) kW

AUX-24J20

7,20 (1,80~7,40) kW
7,20 (1,80~8,00) kW

Elektros sgnaudos, kW (Sald./Sild.)

0,80 kW /0,85 kW

1,18 kW /1,10 kW

1,58 kW /1,65 kW

2,20 kW /2,20 kW

tampa, V/IHz ~220-240/1/50 ~220-240 /50 ~220-240/ 50 ~220-240/ 50
SEER /SCOP 6,20/ 4,00 6,19/4,03 7,00/4,19 6,53 /4,09
Energijos efektyvumo klasé Att ] A+ At A+ Att [ A+ Att ] A+

Saldant/Sildant

TriukSmo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

19-22-27-31-38 / 40

20-23-29-32-38 / 42

23-26-31-32-41/ 44

23-31-33-36-38 / 45

Oro srautas (vid.blokas) (m3/val) 600 600 850 1300
Matmenys, mm (WxHxD) vid./igor. 792x292x201 / 792x292x201 / 940x316x224 / 1132x330x232 /
705x530x279 705x530x279 785x555x300 900x700x350
Vid./ior. bloko svoris neto, kg 85/225 85/225 11,5/28,0 14,0/49,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 25/15 25/15
Freono R32 kiekis, g (iki 5 m)/ 560 /15 560 /15 1030/25 1300/25

papildymas vir§ 5 m. g/m

El. maitinimas / laido storis

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperataros ribos
Saldymas/Sildymas™

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10 - +60/-22 - +24

-10 - +60/-22 - +24

-10 - +60/-22 - +24

-10 - +60/-22 - +24

N )
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Saltnesis R32 Inverteriné |montuctas Automatinis TURBO 24 val. Savaiminis Savidiagnostikos Naktinio 13manusis
technologija Wi-Fi modulis perkrovimas metodas taimeris idsivalymas funkcija darbo rezimas atitirpimas
- — 4, <&
@ W EEE B oeoll 26 S T [l SmeR ] [B==
TS EMC 5
PM 2.5 bacterial [S)S) LED Outdoor unit Indoor unit
Didelio tankio Filtras Antibakterinis Oro LED ekranas Paauksuotos Paauksuotos Super EMC Mentés, Dvipusis
filtras PM2,5 filtras jonizatorius Silumokaitio Silumokaitio pagamintos is drenazas
isorinés vidinés plokstelés hidrofilinio
plokstelés aliuminio folijos
@% (@ T Tl 53 U= = &)
21 o= \
. . . . 4 .<F = “
Funkcija Funkcija Funkcija Budéjimo Ekonominio Vertikalus Horizontalus 4D oro srauto Lengvas ir 130r. bloko dugno

| FEEL Anti-Cold-Air Anti-Fungus rezimas veikimo Zaliuzés Zzaliuzés funkcija greitas gildytuvas

Standby 0,3W rezimas judéjimas judéjimas montavimas

P~
31 1 KA ES: G
@ E COOLING HEATING VENTILATION DRY MODE
18ronins korpusas Belaidis Ausinimo Sildymo Védinimo DZovinimo Automatinio Galimi oro
atsparus korozijai valdiklis rezimas rezimas reZimas rezimas darbo rezimas filtrai

Kreipkites: UAB "Medgana", Savanoriy 123, Vilnius arba info@medgana.lt, www.medgana.lt arba tel. (8-5) 2498424, (8-625) 98488



ék‘k Medgana

Sieniniai oro kondicionieriai AUX J-SMART ART 2023 mety kainos

Modeliai

Galia, kW (8ald./8ild.)

2,70 (0,60~3,80) kW
3,00 (0,80~4,20) kW

3,50 (0,80~4,10) kW
3,80 (1,00~4,20) kW

5,30 (1,30~5,90) kW
5,60 (1,30~6,00) kW

7,20 (1,80~7,40) kW
7,20 (1,80~8,00) kW

Elektros sgnaudos, kW (Sald./Sild.)

0,80 kW /0,85 kW

1,18 kW /1,10 kW

1,58 kW /1,65 kW

2,20 kW /2,20 kW

tampa, V/IHz ~220-240/1/50 ~220-240 /50 ~220-240/ 50 ~220-240/ 50
SEER /SCOP 6,20/ 4,00 6,19/4,03 7,00/4,19 6,53 /4,09
Energijos efektyvumo klasé Att ] A+ At A+ Att [ A+ Att ] A+

Saldant/Sildant

TriukSmo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

19-22-27-31-38 / 40

20-23-29-32-38 / 42

23-26-31-32-41/ 44

23-31-33-36-38 / 45

Oro srautas (vid.blokas) (m3/val) 600 600 850 1300
Matmenys, mm (WxHxD) vid./igor. 792x292x201 / 792x292x201 / 940x316x224 / 1132x330x232 /
705x530x279 705x530x279 785x555x300 900x700x350
Vid./ior. bloko svoris neto, kg 85/225 85/225 11,5/28,0 14,0/49,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 25/15 25/15
Freono R32 kiekis, g (iki 5 m) / 560/ 15 560/ 15 1030/ 25 1300/ 25

papildymas vir§ 5 m. g/m

El. maitinimas / laido storis

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperataros ribos
Saldymas/Sildymas™

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10 - +60/-22 - +24

-10 - +60/-22 - +24

-10 - +60/-22 - +24

-10 - +60/-22 - +24
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Saltnesis R32 Inverteriné |montuctas Automatinis TURBO 24 val. Savaiminis Savidiagnostikos Naktinio 13manusis

technologija Wi-Fi modulis perkrovimas metodas taimeris idsivalymas funkcija darbo rezimas atitirpimas
- 2, <,

g | BB B M ccoll 0 Bt B ot B e =l

i TS EMC 5
PM 2.5 bacterial [S)S) LED Outdoor unit Indoor unit
Didelio tankio Filtras Antibakterinis Oro LED ekranas Paauksuotos Paauksuotos Super EMC Mentés, Dvipusis
filtras PM2,5 filtras jonizatorius Silumokaitio Silumokaitio pagamintos is drenazas

€ E @

(T

&,

iSorinés
plokstelés

0]

vidinés plokstelés

— | p—
<= S

hidrofilinio

aliuminio folijos

X

0.3W L=
Funkcija Funkcija Funkcija Budéjimo Ekonominio Vertikalus Horizontalus 4D oro srauto Lengvas ir 130r. bloko dugno
| FEEL Anti-Cold-Air Anti-Fungus rezimas veikimo Zaliuzés Zzaliuzés funkcija greitas gildytuvas
Standby 03W rezimas judéjimas judéjimas montavimas
P~
31 K Ed ES &

@ E COOLING HEATING VENTILATION DRY MODE
18ronins korpusas Belaidis Ausinimo Sildymo Védinimo DZovinimo Automatinio Galimi oro
atsparus korozijai valdiklis rezimas rezimas reZimas rezimas darbo rezimas filtrai

Kreipkites: UAB "Medgana", Savanoriy 123, Vilnius arba info@medgana.lt, www.medgana.lt arba tel. (8-5) 2498424, (8-625) 98488



ék‘k Medgana

Sieniniai oro kondicionieriai AUX HALO 2023 mety kainos

Galia, kW (8ald./8ild.)

2,75 (0,50~3,20) kW
3,10 (0,50~3,40) kW

AUX-12HA

3,60 (0,80~3,70) kW
3,80 (1,00~3,90) kW

AUX-18HA

5,50 (1,20~5,70) kW
5,90 (1,20~6,10) kW

AUX-24HA

7,30 (1,40~7,60) kW
7,30 (0,90~7,50) kW

Elektros sgnaudos, kW (Sald./Sild.)

0,93 kW /1,22 kW

1,13 kW /1,24 kKW

1,73 kW /1,89 kW

2,30 kW /2,50 kW

Saldant/Sildant

tampa, V/IHz ~220-240/1/50 ~220-240 /50 ~220-240/ 50 ~220-240/ 50
SEER /SCOP 6,16 /4,17 6,12/4,14 6,57 /4,02 6,89/4,11
Energijos efektyvumo klasé Att ] A+ At A+ Att [ A+ Att ] A+

TriukSmo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

19-22-27-31-38 / 40

20-23-29-32-38 / 42

23-26-31-32-41/ 44

23-31-33-36-38 / 45

papildymas vir§ 5 m. g/m

Oro srautas (vid.blokas) (m3/val) 600 600 850 1150
Matmenys, mm (WxHxD) vid./igor. 788x292x198 / 788x292x198 / 940x316x224 / 1121x329x231 /
730x545x285 730x545x285 800x545x315 900x700x350
Vid./ior. bloko svoris neto, kg 8,0/250 8,5/250 12,0/35,0 14,0/45,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 3/8" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 20/10 25/15
Freono R32 kiekis, g (iki 5 m) / 530/20 600 /20 1280720 1440/ 30

El. maitinimas / laido storis

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperataros ribos
Saldymas/Sildymas™

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10 - +50/-20 - +24

-10 - +50/-20 - +24

-10 - +50/-20 - +24

-10 - +50/-20 - +24

%
% 8 DC &% %
1
R32 B v O 1y
Saltnesis R32 Inverteriné |montuotas Automatinis TURBO 24 val. Savaiminis Savidiagnostikos Naktinio ISmanusis
technologija Wi-Fi modulis perkrovimas metodas taimeris i3sivalymas funkcija darbo rezimas atitirpimas
<, <,
el [ S ™ [ B =
o EMC T
PM 2.5 bacterial e e Outdoor unit Indoor unit
Didelio tankio Filtras Antibakterinis Oro LED ekranas Paauksuotos Paauksuotos Super EMC Mentes, ) Dvipusis
filtras PM2,5 filtras jonizatorius Silumokaicio Silumokaicio pagamintos i drenazas
iSorinés vidinés hidrofilinio
plokstelés plokstelés aliuminio folijos
o~
- TO=1=8 21 3
z _ Iy
0.3W 4 <= A4
Funkcija Funkcija Funkcija Budéjimo Ekonominio Vgrukaius Honn'zon[alus 4D oro srauto  Iorinis korpusas Belaidis
| FEEL Anti-Cold-Air Anti-Fungus rezimas veikimo Zaliuzes zaliuzes funkcija atsparus korozijai valdiklis
Standby 0,3W rezimas judéjimas judéjimas
COOLING .
Ausinimo Sildymo Vedinimo DZiovinimo Automatinio Galimi oro
reZimas rezimas reZimas reZimas darbo rezimas filtrai

Kreipkites: UAB "Medgana", Savanoriy 123, Vilnius arba info@medgana.lt, www.medgana.lt arba tel. (8-5) 2498424, (8-625) 98488



ék‘k Medgana

Sieniniai oro kondicionieriai AUX HALO DELUXE 2023 mety kainos

Galia, KW (ald /3ild.) 2,75 (0,50~3,20) kW 3,60 (0,80~3,70) kW 5,50 (1,20~5,70) kW 7,30 (1,40~7,60) kW
’ U 3,10 (0,50~3,40) kW 3,80 (1,00~3,90) kW 5,90 (1,20~6,10) kW 7,30 (0,90~7,50) kW
Elektros sgnaudos, kW ($ald./8ild.) 0,93 kW /1,22 kW 1,13 kW /1,24 kKW 1,73 kW /1,89 kW 2,30 kW /2,50 kW
tampa, V/Hz ~220-240/1/50 ~220-240/ 50 ~220-240/ 50 ~220-240/ 50
SEER / SCOP 6,16 /4,17 6,12/4,14 6,57 /4,02 6,89/4,11
I‘Energijo‘s'efektyvumoklasé Att ] A+ At A+ Att [ A+ Att ] A+
Saldant/Sildant
TriukSmo lygis dB (A) Vidinis blokas 49 55 57 31.38 1 40 20-23-29-32-38 / 42 23.26-31-32-41/ 44 23-31-33-36-38 / 45
min.-max. / iSorinis blokas
Oro srautas (vid.blokas) (m3/val) 600 600 850 1150
Matmenys, mm (WxHxD) vid./i§or 788x292x198 / 788x292x198 / 940x316x224 / 1121x329x231/
¥s, ’ : 730x545x285 730x545x285 800x545x315 900x700x350
Vid./ior. bloko svoris neto, kg 8,0/250 8,5/250 12,0/35,0 14,0/45,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 3/8"—5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 20/10 25/15
Freono R32 kiekis, g (iki 5 m)/ 530/20 600/ 20 1280/20 1440 /30
papildymas vir§ 5 m. g/m
El. maitinimas / laido storis iSorinis blokas 3x1 ,5mm2 iSorinis blokas 3x1 ,5mm2 iSorinis blokas 3x1 ,5mm2 iSorinis blokas 3x1 ,5mm2
Valdymo laidas tarp bloku 5x1,5 5x1,5 5x1,5 5x1,5
Darbinés temperatlros ribos 10-+50/-20 - +24 10-+50/-20 - +24 10-+50/-20 - +24 10-+50/-20 - +24
Saldymas/Sildymas

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

N

[ (G5

Saltnesis R32 Inverteriné |montuotas Automatinis TURBO 24 val. Savaiminis Savidiagnostikos Naktinio ISmanusis
technologija Wi-Fi modulis perkrovimas metodas taimeris i3sivalymas funkcija darbo rezimas atitirpimas
<, <,
ﬁ @ @@@e@ | > <% SUPER p—
e (UUU | 'VUU @ EMC |1 J,J
PM 2.5 bacterial e e Outdoor unit Indoor unit
Didelio tankio Filtras Antibakterinis Oro LED ekranas Paauksuotos Paauksuotos Super EMC Mentes, ) Dvipusis
filtras PM2,5 filtras jonizatorius Silumokaicio Silumokaicio pagamintos i drenazas

iSorinés vidinés hidrofilinio
plokstelés ploksteles aliuminio folijos

] [ fe—
e B 2=l [on

~
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§

Funkcija Funkcija Funkcija Budéjimo Ekonominio Vertikalus Horizontalus 4D oro srauto  Iorinis korpusas Belaidis
| FEEL Anti-Cold-Air Anti-Fungus reZimas veikimo Zzaliuzes zaliuzés funkcija atsparus korozijai valdiklis
Standby 0,3W rezimas judéjimas judéjimas
COOLING HEATING DRY MODE .
Ausinimo Sildymo Vedinimo DZiovinimo Automatinio Galimi oro
reZimas rezimas reZimas reZimas darbo rezimas filtrai

€ E

b
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Kreipkites: UAB "Medgana", Savanoriy 123, Vilnius arba info@medgana.lt, www.medgana.lt arba tel. (8-5) 2498424, (8-625) 98488



ék‘k Medgana

Sieniniai oro kondicionieriai AUX Q-SMART PLUS 2023 mety kainos

AUX-12QC

AUX-18QC

<)

Hl |
o)

AUX-24QC

Galia, kW (8ald./8ild.)

2,70 (0,60~3,80) kW
3,00 (0,80~4,20) kW

3,50 (0,80~4,10) kW
3,80 (1,00~4,10) kW

5,40 (1,30~5,80) kW
5,60 (1,20~6,00) kW

6,70 (1,40~7,30) kW
7,20 (1,80~8,20) kW

Elektros sgnaudos, kW (Sald./Sild.)

0,80 kW /0,85 kW

1,18 kW /1,10 kW

1,70 kW /1,60 kW

2,20 kW /2,20 kW

Saldant/Sildant

tampa, V/IHz ~220-240/1/50 ~220-240 /1/50 ~220-240/ 50 ~220-240/ 50
SEER /SCOP 6,1/4,0 6,1/4,0 73143 6,1/4,0
Energijos efektyvumo klasé Att ] A+ At A+ Att [ A+ Att ] A+

TriukSmo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

19-22-27-31-38 / 40

20-23-29-32-38 / 42

23-26-31-32-41/ 44

23-31-33-36-38 / 45

papildymas vir§ 5 m. g/m

Oro srautas (vid.blokas) (m3/val) 600 600 950 1300
Matmenys, mm (WxHxD) vid./igor. 761x295x200 / 761x295x200 / 960x316x212 / 1090x328x227 /
705x530x279 705x530x279 785x555x300 900x700x350
Vid./ior. bloko svoris neto, kg 751225 751225 11,0/28,0 12,5/39,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 20/10 25/15
Freono R32 kiekis, g (iki 5 m) / 560/ 15 560/ 15 1030/20 1300/ 30

El. maitinimas / laido storis

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

iSorinis blokas 3x1 ,5mm2

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperataros ribos
Saldymas/Sildymas™

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10 - +50/-20 - +24

-10 - +50/-20 - +24

-10 - +50/-20 - +24

-10 - +50/-20 - +24
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R32 INVERTER
3altnetis R3? Inverteriné |montuotas Automatinis TURBO Greitas 24 val. Savaiminis Naktinio ISmanusis
technologija Wi-Fi modulis perkrovimas metodas ayi\jnimaﬂ taimeris igsivalymas darbo rezimas atitirpimas
Sildymas
= B B @ o (Mg MES
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Sieniniai oro kondicionieriai AUX Q-SMART PREMIUM 2023 mety kainos

Galia, kW (8ald./3ild.)

2,70 (0,60~3,80) KW
3,00 (0,80~4,20) KW

AUX-12QP

3,50 (0,80~4,10) KW
3,80 (1,00~4,10) kKW

AUX-18QP

5,40 (1,30~5,80) kKW
5,60 (1,20~6,00) kKW

AUX-24QP

6,70 (1,40~7,30) KW
7,20 (1,80~8,20) kKW

Elektros sgnaudos, kW ($ald./sild.)

0,80 kW /0,85 kW

1,18 kKW /1,10 kW

1,70 kW / 1,60 kW

2,20 kW /2,20 kW

|tampa, V/Hz ~220-240/1/50 ~220-240 /1 /50 ~220-240/ 50 ~220-240/50
SEER / SCOP 6,1/4,0 6,1/4,0 73143 6,1/4,0
Energijos efektyvumo klasé Att ] A+ At | At Att ] A+ Att ] A+

Saldant/Sildant

Triuk§mo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

19-22-27-31-38 / 40

20-23-29-32-38 / 42

23-26-31-32-41/ 44

23-31-33-36-38/ 45

Oro srautas (vid.blokas) (m3/val) 600 600 950 1300
Matmenys, mm (WxHxD) vid./igor. 761x295x200 / 761x295x200 / 960x316x212 / 1090x328x227 /
705x530x279 705x530x279 785x555x300 900x700x350
Vid./iSor. bloko svoris neto, kg 751225 751225 11,0/28,0 12,5/39,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 20/10 25/15
Freono R32 kiekis, g (iki 5 m) / 560/ 15 560/ 15 1030/ 20 1300/ 30

papildymas vir§ 5 m. g/m

El. maitinimas / laido storis

iSorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperatiros ribos
$aldymas/Sildymas*

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10- +50/-22 - +24

-10-+50/-22 - +24

-10- +50/-22 - +24

-10- +50/-22 - +24

Air conditioning equipment contains flucrinated greenhouse gases R32.
‘Specifications, appearance and functions are subject to change without prior notice.
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HEATING COOLING HEATING VENTILATION DRY MODE
ECOmode Vertical airflow  Horizontal 4D air supply  Easy and fast Heaimg mode Anti-corrosion Wireless Cooling mode Heating mode  Fan mode Dry mode
airflow installation coated casings  remote
(outdoor units) controller
Automode  Optional air

filters
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Sieniniai oro kondicionieriai AUX Q-SMART PREMIUM GREY 2023 mety kainos

Galia, kW (8ald./3ild.)

2,70 (0,60~3,80) kW
3,00 (0,80~4,20) kW

3,50 (0,80~4,10) kW
3,80 (1,00~4,10) kW

5,40 (1,30~5,80) kW
5,60 (1,20~6,00) kW

6,70 (1,40~7,30) kW
7,20 (1,80~8,20) kW

Elektros sgnaudos, kW ($ald./sild.)

0,80 kW /0,85 kW

1,18 kKW /1,10 kW

1,70 kW / 1,60 kW

2,20 kW /2,20 kW

Jtampa, V/IHz ~220-240/1/50 ~220-240/1/50 ~220-240/ 50 ~220-240/ 50
SEER/ SCOP 6,1/4,0 6,1/4,0 73/43 6,1/4,0
Energijos efektyvumo klasé Att ] A+ At | At Att ] A+ Att ] A+

Saldant/Sildant

Triuk$mo lygis dB (A) Vidinis blokas
min.-max. / iSorinis blokas

19-22-27-31-38 / 40

20-23-29-32-38 / 42

23-26-31-32-41/ 44

23-31-33-36-38/ 45

Oro srautas (vid.blokas) (m3/val) 600 600 950 1300
Matmenys, mm (WxHxD) vid./igor. 761x295x200 / 761x295x200 / 960x316x212 / 1090x328x227 /
705x530x279 705x530x279 785x555x300 900x700x350
Vid./iSor. bloko svoris neto, kg 751225 751225 11,0/28,0 12,5/39,0
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Vamzdyno max ilgis/aukstis 20/10 20/10 20/10 25/15
Freono R32 kiekis, g (iki 5 m) / 560/ 15 560/ 15 1030/ 20 1300/ 30

papildymas vir§ 5 m. g/m

El. maitinimas / laido storis

iSorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

iorinis blokas 3x1,5mm?

Valdymo laidas tarp bloku

5x1,5

5x1,5

5x1,5

5x1,5

Darbinés temperatiros ribos
$aldymas/Sildymas*

Mazmeniné kaina EUR be PVM

Mazmeniné kaina EUR su PVM

-10- +50/-22 - +24

-10-+50/-22 - +24

-10- +50/-22 - +24

-10- +50/-22 - +24

Air conditioning equipment contains flucrinated greenhouse gases R32.
‘Specifications, appearance and functions are subject to change without prior notice.
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module function sting density filter
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Antibacterial UV sterilization LED display  Gold-plated ~ Gold-plated ~ SuperEMC  Paddlesmade  Two-way |FEEL function Anti-Cold-Air  Anti-Fungus  Standby 03W
filter fins of the heat fins of the heat of hydrophilic draining function function
exchanger exchanger aluminum
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HEATING COOLING HEATING VENTILATION DRY MODE
ECOmode Vertical airflow  Horizontal 4D air supply  Easy and fast Heaimg mode Anti-corrosion Wireless Cooling mode Heating mode  Fan mode Dry mode
airflow installation coated casings  remote
(outdoor units) controller
Automode  Optional air

filters
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AUX

AUX multi DC inverter oro kondicionavimo sistemos

2023 mety kainos

Sieniniai vidiniai blokai AUX Freedom komplekte su valdymo pultu

Modeliai FH 07/l FH 09/l FH 12/l FH 18/l FH 24/1
Galia, kW (Sald./3ild.) 2.05/2.15 2.58/2.70 3.50/3.50 5.27/5.37 7.03/7.05
Garso slégio lygis dB (A) 20/22/26/29/32  20/22/26/29/32 | 20/23/28/30/34 | 22/26/29/32/40 23/30/32/35/38
Oro srautas (m3/val) max 600 600 600 850 1150
Matmenys, mm (WxHxD) 750x285x200 | 750x285x200 @ 750x285x200 = 900x310x225 & 1082x330x233
Svoris, kg neto 75 75 8 12 15
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Valdymo laidas tarp bloku 3+1 3+1 3+1 3+1 3+2
El. maitinimas iSorinis iSorinis iSorinis iSorinis iSorinis
\Kaina EUR be PVM 210 € 230 € 240 € 285 € 370 €
Kaina EUR su PVM 254 € 278 € 290 € 345 € 448 €
N — S 2
Sieniniai vidiniai blokai AUX J-Smart komplekte su valdymo pultu
\ Modeliai JO 07/ JO 09/ JO 12/ JO 18/l JO 24/
Galia, kW ($ald./sild.) 2.05/2.15 2.58/2.70 3.50/3.50 5.27/5.37 7.03/7.05
Garso slégio lygis dB (A) 19/22/27/31/38 | 19/22/27/31/38 | 20/23/29/32/38 23/26/31/32/41 23/31/33/36/38
Oro srautas (m3/val) max 600 600 600 850 1150
Matmenys, mm (WxHxD) 792x292x201 | 792x292x201 | 792x292x201 = 940x316x224 = 1132x330x232
Svoris, kg neto 8 8 8.5 12 14
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 3/8" 1/4" - 1/2" 1/4" - 5/8"
Valdymo laidas tarp bloku 3+1 3+1 3+1 3+1 3+2
El. maitinimas iSorinis iSorinis iSorinis iSorinis iSorinis
\Kaina EUR be PVM 270 € 295 € 315 € 370 € 430 €
Kaina EUR su PVM 327 € 357 € 381 € 448 € 520 €




Sieniniai vidiniai blokai AUX J-Smart ART komplekte su valdymo pultu

Galia, kW (Sald./3ild.) 2.05/2.15 2.58/2.70 3.50/3.50 5.27/5.37 7.03/7.05
Garso slégio lygis dB (A) 19/22/27/31/38 | 19/22/27/31/38 | 20/23/29/32/38 23/26/31/32/41 23/31/33/36/38
Oro srautas (m3/val) max 600 600 600 850 1150
Matmenys, mm (WxHxD) 792x292x201 | 792x292x201 | 792x292x201 = 940x316x224 = 1132x330x232
Svoris, kg neto 8 8 8.5 12 14
Vamzdynas 1/4" - 3/8" 1/4" - 3/8" 1/4" - 3/8" 1/4"-1/2" 1/4" - 5/8"
Valdymo laidas tarp bloku 3+1 3+1 3+1 3+1 3+2

El. maitinimas iSorinis iSorinis iSorinis iSorinis iSorinis
\Kaina EUR be PVM 305 € 325 € 350 € 380 € 450 €
Kaina EUR su PVM 369 € 393 € 424 € 460 € 545 €

Lubiniai kasetiniai vidiniai blokai AUX komplekte su valdymo pultu

Galia, kW (3ald./sild.) 2.8/3.0 3.6/39 5.0/5.6
Garso slégio lygis dB (A) 35/41/45 35/41/45 35/41/45
Oro srautas (m3/val) max 530/600/700 = 530/600/700 | 530/600/700
Matmenys, mm (WxHxD) 570x570x260 | 570x570x260 = 570x570x260
Svoris, kg neto 18 18 18
Vamzdynas 14" - 1/2" 174" - 1/2" 14" - 1/2"
Valdymo laidas tarp bloku 3+1 3+1 3+1

El. maitinimas iSorinis iSorinis iSorinis
Kaina EUR be PVM 500 € 520 € 540 €
Kaina EUR su PVM 605 € 629 € 653 €

Grindiniai/palubiniai vidiniai blokai AUX komplekte su valdymo pultu

\ Modeliai CF09 CF12 CF18
Galia, kW (3ald./sild.) 2.8/3.0 3.6/39 53/58
Garso slégio lygis dB (A) 30/36/39 30/36/39 40/42/45
Oro srautas (m3/val) max 500/600/750 = 500/600/750 | 600/700/850
Matmenys, mm (WxHxD) 929x660x205 | 929x660x205 = 929x660x205
Svoris, kg neto 26 26 26
Vamzdynas 14" - 1/2" 174" - 1/2" 14" - 1/2"
Valdymo laidas tarp bloku 3+1 3+1 3+1

El. maitinimas iSorinis iSorinis iSorinis
Kaina EUR be PVM 450 € 470 € 500 €

| Kaina EUR su PVM 545 € 569 € 605 €




Sieniniai vidiniai ortakiniai blokai AUX komplekte su valdymo pultu

Modeliai

Kaina EUR be PVM

Kaina EUR su PVM

400 €
484 €

ISoriniai AUX blokai

410 €
496 €

430 €
520 €

Galia, kW ($ald./sild.) 22125 26729 3.6/4.0 51/5.8
Garso slégio lygis dB (A) 28/31/35 28/31/35 31/34/38 36/38/42
Oro srautas (m3/val) max 380/450/600 | 380/450/600 | 450/560/680 @ 600/660/860
Matmenys, mm (WxHxD) 700x470x200 = 700x470x200 | 700x470x200 | 1000x470x200
Svoris, kg neto 18.5 18.5 18.5 24
Vamzdynas 114" -1/2" 1/4" - 1/2" 114" -1/2" 114" -1/2"
Valdymo laidas tarp bloku 3+1 3+1 3+1 3+1

El. maitinimas iSorinis iSorinis iSorinis iSorinis

500 €
605 €

Modeliai 2M14 2M18 3mM21 3M27 4M36 5M42

. s 41(1.8~4.51) 5.3(2.0~5.83) 6.2 (2.2~6.71) | 7.9 (2.3~8.69) | 10.5(2.5~11.0) 12(2.8~12.7)
Galingumas, kW (S2ld/Sild) 4 ¢ 5 1-528) 56(22-6.16) 6.6 (24~7.26) 82(25-0.02) 11.0(27-112) 13 (3.0~13.1)
Vidiniy bloky kiekis 1~2 1~2 1~3 1~3 1~4 1~5
Vidutinis el. gal., kW 1.24 (0.2~2.1) | 1.75(0.3~2.3) | 1.92 (0.4~2.8) | 2.46 (0.6~3.4) 3.95(0.7~4.9) @ 4.45(0.8~5.5)
(Sald./8ild.) 1.15(0.2~2.1) 1.54(0.3~2.3) | 1.78(0.4~2.8) | 2.27 (0.6~3.4) 3.15(0.5~3.9) 3.75(0.6~4.4)
DidZiausia srové, A 10 11 13 16 23,5 245

6,16 /4,06 7,07 /4,08 6,57 /4,38 6,30 /4,04 6,10 /4,00 6,10/4,10

SEER/SCOP A++ [ A+ A++ [ A+ A++ [ A+ A++ [ A+ A++ [ A+ A++ [ A+
Garso slégis dB (A) maks. 54 55 56 58 61 61
Oro srautas (m3/val) 2300 2300 3100 3100 4000 4200
Matmenys, mm (WxDxH) 800x315x545 | 800x315x545 | 834x328x622 | 834x328x622 | 985x395x808 = 985x395x808
Svoris, kg neto 34 36 44 46 74 75
Valdymo laidas tarp bloku 4x1.5 4x1.5 4x1.5 4x1.5 4x1.5 4x1.5
El. maitinimas 3x2.5 3x2.5 3x3.5 3x3.5 3x4.0 3x4.0
zendras maksimalus atstumas, 40 40 60 60 80 80
I\/.Ia.ksllmalus atstumas iki 1 25 25 30 30 35 35
vidinio, m
I\/.Ia.ksllmvalu.s .aukscm[ skirtumas 15 15 15 15 15 15
vidinis/iSorinis, m
I\/.Ia.ksllmgltljs. auksciy skirtumas 10 10 10 10 10 10
vidinis/vidinis, m
Freono R32 kiekis, kg 1,07 1,1 1,25 1,2 2,3 2,3
Freono pajungimai 1/4-3/8 x2 1/4-3/8 x2 1/4-3/8 x3 1/4-3/8 x3 1/4-3/8 x4 1/4-3/8 x5
Darbinés temperatiros ribos -15 ~ +52 -15 ~ +52 -15 ~ +52 -15 ~ +52 -15 ~ +52 -15 ~ +52
Sald. / Sild. -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24
\Kaina EUR be PVM 870 € 1010 € 1250 € 1335€ 2090 € 2470 €
Kaina EUR su PVM 1053€  1222€  1513€  1615€  2529€ 2989 €
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AUX CAC 2023 mety kainos

Lubiniai kasetiniai modeliai komplekte su iSoriniu bloku ir valdymo pultu

m warus oro Belaidis Vesinimo Sildymo
valdymo pultas rerimas  rezimas

Modelis Sald./$ild. galia kW Kaina € be PVM Kaina € su PVM
AUX-C-12CAC 3,60 (1,35~4,40) / 4,20 (1,24~5,30) 1271 1538
AUX-C-18CAC 5,00 (1,53~5,60) / 5,60 (1,40~6,20) 1384 1675
AUX-C-24CAC 7,00 (2,16~8,20) / 8,00 (1,98~9,30) 1784 2158
AUX-C-36CAC 10,55 (2,9~13,0) / 11,15 (2,6~13,5) 2809 3398
AUX-C-42CAC 12,10 (2,9~13,5) / 13,50 (2,6~15,0) 3034 3671
AUX-C-48CAC 14,0 (4,76~16,5) / 16,0 (4,78~16,15) 3260 3944
AUX-C-60CAC 16,0 (4,76~17,5) / 17,0 (4,78~18,50) 3465 4192

Grindiniai palubiniai modeliai komplekte su iSoriniu bloku ir valdymo pultu

HDAGEEROE
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Modelis Sald./$ild. galia kW Kaina € be PVM Kaina € su PVM
AUX-C-18CAF 5,00 (1,53~5,60) / 5,60 (1,40~6,20) 1384 1674
AUX-C-24CAF 7,00 (2,16~8,20) / 8,00 (1,98~9,30) 1722 2084
AUX-C-36CAF 10,55 (2,9~13,0) / 11,15 (2,6~13,5) 2850 3448
AUX-C-42CAF 12,10 (2,9~13,5) / 13,50 (2,6~15,0) 3055 3696
AUX-C-48CAF 14,0 (4,76~16,5) / 16,0 (4,78~16,15) 3260 3944
AUX-C-60CAF 16,0 (4,76~17,5) / 17,0 (4,78~18,50) 3670 4440

Ortakiniai modeliai komplekte su iSoriniu bloku ir valdymo pultu

Patvarus oro Lai
filtras valdymo pun

AUTO
vEmlLAunu m MODE

Venilstoriaus Auto Kondeosato - Papidomas
mmmmm s valdymo pultas
(ovei (opeija)

Modelis Sald./$ild. galia kW Kaina € be PVM Kaina € su PVM

AUX-C-18CAD 5,00 (1,53~5,60) / 5,60 (1,40~6,20) 1435 1736
AUX-C-24CAD 7,00 (2,16~8,20) / 8,00 (1,98~9,30) 1743 2108
AUX-C-30CAD 8,40 (2,49~9,20) / 9,00 (2,86~9,60) 1968 2381
AUX-C-36CAD 10,55 (2,9~13,0) / 11,15 (2,6~13,5) 2850 3448
AUX-C-42CAD 12,10 (2,9~13,5) / 13,50 (2,6~15,0) 3055 3696
AUX-C-48CAD 14,0 (4,76~16,5) / 16,0 (4,78~16,15) 3260 3944
AUX-C-60CAD 16,0 (4,76~17,5) / 17,0 (4,78~18,50) 3465 4192




